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Abstract: We present a new geometry for on-chip optical circulators based on waveguide
arrays. The optical array is engineered to mimic the Fock space representation of a nonin-
teracting two-site Bose–Hubbard Hamiltonian. By introducing a carefully tailored magneto-
optic nonreciprocity to these structures, the array operates in the perfect transfer and
surface Bloch oscillation modes in the forward and backward propagation directions,
respectively. We show that an array made of ð2N þ 1Þ waveguide channels can function as
N 4-port optical circulators with very large isolation ratios and low forward losses. Numerical
analysis using beam propagation method indicates a large bandwidth of operation.
Index Terms: Magnetic devices, isolators, optical devices, optical arrays, optical
waveguides, ferrimagnetic films.
1. Introduction
Photonic devices are important key players in present day technology. They find applications in
different and diverse engineering fields ranging from communication networks, optical intercon-
nects, bio-imaging to medical surgery [1]. In the last decades, significant research activity has been
conducted to miniaturize different optical components. While these efforts have been largely
successful, a certain class of nonreciprocal optical devices such as optical isolators and circulators
still present a hurdle towards full integration on optical chips. Driven mainly by cost efficiency and
high performance operation, today’s commercial nonreciprocal components are based on Faraday
rotation effects [1]. Consequently, these devices are bulky and not compatible with integrated
photonics platforms.
Practical on-chip integration of nonreciprocal devices demands achieving acceptably large isola-
tion ratios ð 35 dBÞ and low insertion losses. In addition, some other features such as polari-
zation independence and large bandwidths are necessary for certain applications.
Recently, there has been intense research activity trying to circumvent some of these difficulties.
Given that optical isolators can serve as building blocks for building optical circulators, most of
these investigations have focused on integrated optical diodes [2]–[4]. Along these lines, many
physical phenomena and optical structures have been proposed to build on-chip optical isolators.
These proposals range from using photonic inter-band transitions [5] and nonlinear effects [6] to
exploiting nonreciprocal silicon-ring resonators [4], [7]. The interplay between Non-Hermitian optical
systems and Kerr nonlinearity has been also proposed as a possible route towards this goal [8]. In
addition, optical isolation based on unidirectional optical Bloch oscillations (BO) in waveguide
arrays with uniform couplings was also investigated [9]–[11] and modulated waveguide arrays were
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shown to exhibit better performance [12]. In a recent study, a dramatic performance improvement
was numerically demonstrated by using an engineered waveguide array with non-uniform coupling
coefficients [13].
In the present work, we investigate the operation of the optical structure proposed in [13]. We
demonstrate that this device can be used as a multi 4-port optical circulator with large isolation
ratios between its ports. In addition, it operates in the linear regime and is compatible with mature
silicon-on-insulator (SOI) technologies [9]–[11]. Large bandwidth and efficient coupling to the
structure are also among other advantages of the proposed optical structure. Another important and
extremely intriguing feature of our proposed design is that it is highly compact. In particular, one can
build N such 4-port circulators by using one optical array consisting of ð2N þ 1Þ waveguide ele-
ments. In the following section, we present the proposed optical structure and briefly describe its
operation within the context of coupled mode theory. In Section 3, we use beam propagation
techniques to systematically investigate the performance of the proposed multi 4-port optical
circulator and we show that it has a large bandwidth of operation and can be fabricated within the
limits of fabrication tolerances for current technology.
2. Coupled Mode Analysis
Fig. 1 depicts a schematic of the optical circulator proposed in this work. Recently, this same
geometry was also investigated theoretically for building optical isolators [13]. The structure is made
of optical waveguide arrays having coupling coefficients that vary in a square root fashion.
Nonreciprocal effects are introduced to the device by depositing a magnetic film layer (not
shown in Fig. 1) on top of the waveguide array [9]–[12]. The design parameters (dimensions of
waveguide channels, composition of the magnetic film and the magnitude/direction of the exter-
nally applied magnetic field) are tailored such that forward propagating waves experience an
unbiased array (where all waveguide elements have the same propagation constant) while
backward propagating waves suffer a linear propagation constant ramp of  6¼ 0. Within the
context of electromagnetic coupled mode theory, the electric field modal values EnðzÞ obey the
coupled mode equations [13]–[15]:
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Here, gn ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃðN þ nÞðN  n þ 1Þp and the coupling coefficients are determined by the parameter .
The waveguide array described by Eq. (1) is made of 2N þ 1 elements, numbered according to
N  n  N .
Fig. 1. Schematic depiction of a coupled waveguide array used as optical circulator. The width and/or
height of each waveguide elements are carefully designed to introduce a linear ramp in the propagation
constant in the backward direction. Nonreciprocal effects are introduced into the structure by depositing
magnetic garnet films (not shown here) on top of the array such that a forward propagating optical beam
will experience a zero index gradient.
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It is important to note that Eq. (1) is sufficient to describe both the forward ð ¼ 0Þ and backward
ð 6¼ 0Þ propagation dynamics.
Equation (1) can be investigated analytically and stationary eigenvectors of the form
EnðzÞ ¼ Anexpði2Nþ1;nzÞ can be obtained in closed form [15]. The particular choice of the function
gn is inspired by Fock space representations of two coupled bosonic modes [13], [15] and leads to
an equidistant ladder of eigenvalues:
2Nþ1;n ¼ n
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ðÞ2 þ 42
q
: (2)
In Eq. (2), the subscript 2N þ 1 refers to the total number of waveguides and n is the eigenmode
index. As described in [13], [15] relation (2) for the eigenvalue spectrum together with the reflection
symmetry of the effective optical index around the middle waveguide element lead to perfect state
transfer (complete transfer of excitation from one input channel to a different waveguide element at
the output) in the forward propagation direction when  ¼ 0 [13], [15]. In the backward direction, a
nonzero  leads to surface revivals (the spread and refocusing of an input beam launched at the
edge of the array) [13], [15]. In our proposed device, the nonzero backward  is chosen to ensure
that the revival length in the backward propagation direction matches the complete transfer length
of forward propagating excitations (see Section 3 for details on the parameter choice).
Fig. 2 illustrates the conceptual operation of such device for an array made of 7 waveguide
elements. For clarity, only the waveguides are depicted without the substrate or the magnetic film
layers. In each figure, the arrows point in the propagation direction and arrows of similar color
indicate 100% coupling between their corresponding input and output channels. For instance, the
green arrow in Fig. 2(a) indicates that during forward propagation, an input beam at port 1 will fully
couple to port 2 at the output.
Note that this specific structure can function as three 4-port circulators. These circulators are
indicated in Fig. 2 by using primed numbers for labeling the ports. More specifically, the three
indicated circulators are labeled by (1, 2, 3, 4), ð10; 20; 30; 40Þ, and ð100; 200; 300; 400Þ. The input/output
relations of the circulator for the full cycle are presented in Fig. 1(a)–(d). Evidently, for any general
array made of 2N þ 1 waveguides, the structure will incorporate N independent circulators.
3. Design and Numerical Results
Here, we discuss the realization of the proposed optical circulator in silicon-on-insulator platforms.
In particular, we consider an array of ridge waveguides having a gradient in the magneto-optic
gyrotropy parameter. As we have mentioned earlier, introducing a transversely magnetized garnet
film on top of the waveguide array leads to nonreciprocal propagation dynamics.
Our model structure, shown in Fig. 3, consists of silicon ridges on insulator with a gyrotropic layer
deposited on top of each ridge.
Fig. 2. Illustrates the operation of the waveguide based multi 4-port optical circulator proposed in this
work. For an array made of 7 waveguide elements, the device can function as 3 different circulators.
Each subplot presents one cycle of the operation mode and the 3 distinct circulators are labeled as (1,
2, 3, 4), ð10;20; 30; 40Þ, and ð100; 200; 300;400Þ.
IEEE Photonics Journal On-Chip Multi 4-Port Optical Circulators
Vol. 6, No. 1, February 2014 0600408
The complex structure of the iron garnet cover layer allows us to tailor the off-diagonal compo-
nents (responsible for the gyrotropy) of its dielectric permittivity matrix:
"^ ¼
" 0 ig
0 " 0
ig 0 "
0
B@
1
CA: (3)
Moreover, the garnet cover layer is engineered to exhibit a gyrotropy parameter g that varies in a
stepwise manner from waveguide channel to the next, thus leading to a gradient in the nonre-
ciprocal response across the array. This approach for detuning the waveguides has the advantage
of simplifying the fabrication process for silicon arrays as compared to previous proposals where
variations in waveguide thickness across the array were employed to produce a nonreciprocal
gradient of the propagation constants [9]–[11], [13].
In order to implement the proposed variation in the gyrotropy parameter g, we note that garnets
have three cation sublattices that can accommodate a wide variety of elements and therefore a
wide spectrum of optical properties. These three sublattices have dodecahedral, octahedral, and
tetrahedral coordination to the oxygen ions in the garnet, respectively. By tailoring the composition
of the dodecahedral site across the structure through varying the substitution level x in
CexY3xFe5O12, or BixY3xFe5O12, a gradient in the magneto-optic properties can be introduced.
This control over the substitution-level allows for a control of the gyrotropy parameter and, in turn,
will produce a systematic difference in the propagation constants for forward and backward
traveling light due to the nonreciprocal phase shift effect.
Admittedly the model we describe here introduces the complication of a composition gradient in
the cover layer, a feature yet to be developed for magnetic garnets. This approach calls for
combinatorial materials synthesis, successfully employed in other materials systems such as
yttrium barium copper oxides but not yet explored for magnetic garnets [16].
The nonreciprocal phase shift effect is used to produce a cancellation of the propagation constant
difference ðf ¼ 0Þ between adjacent channels of the array in the forward direction. This gives rise
to mirror symmetry in coupling-constant configuration around the middle waveguide element that
together with the equidistant ladder distribution in the eigenvalue spectrum of the system leads to
perfect state transfer (complete transfer of excitation from one input channel to its mirror symmetric
waveguide element at the output). On the other hand, introducing a nonzero b in the opposite
propagation direction through the nonreciprocal effect nrn ¼ fn  bn (here fn and bn are the
forward and backward propagation constants of the waveguide n) breaks the mirror symmetry
around the middle channel while preserving the constant eigenvalue gradient, thus leading to
surface revivals (the spread and refocusing of an input beam launched at the edge of the array)
effects.
The parameter  is different for forward and backward propagating waves, f 6¼ b as already
discussed. Moreover, for any two adjacent waveguides, labeled i and i þ 1,
f  b ¼ fiþ1  fi
  biþ1  bi
  ¼ fiþ1  biþ1
  fi  bi
  ¼ nriþ1 nri ¼ ðnr Þ: (4)
In other words, the difference in propagation constant ramp between forward and backward
waves is equal to the ramp in nonreciprocal phase shift per unit length between adjacent
waveguides. Under the condition of linear ramp of  (including the zero gradient case), the system
is described by Eq. (1) and the equidistant ladder distribution of the propagation eingenvalues of the
array is given by Eq. (2).
Fig. 3. Schematic depiction of Si ridge array cross section with gyrotropy ramp in cover layers.
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In order to investigate the performance of such an array, we assume nonreciprocal ramp values
achievable by varying the level of cerium-substitution in a CexY3xFe5O12 from x ¼ 1 to x ¼ 0 for
200 nm- to 300 nm-thick silicon waveguide cores on silicon dioxide slabs at a 1550 nm wave-
length [7], [17]. We have also considered steeper gyrotropy gradients such as might be attainable
for higher levels of cerium substitution ðx 9 1Þ or by combining negative and positive gyrotropy
garnets on the cover layer. Steeper gyrotropy gradients yield shorter devices and hence smaller
footprints.
The modeling is carried out by designing the array so that f ¼ 0 for forward propagation, and by
adjusting the propagation constant ramp in the backward direction to equal the ramp in nonre-
ciprocal phase shift per unit length, b ¼ ðnr Þ, in accordance with (4). The dependence of the
nonreciprocal phase-shift on the gyrotropy parameter g (perturbation theory) is given by
nr ¼ 2Re
RR
dx dyð@xHy ÞHy ðig="2ÞRR
dx dy jHy j2"1
:
Here, Hy is the horizontal magnetic-field component of the guided electro-magnetic wave (TM-
polarized light) [18]. The integration extends over core, cover and substrate layers of the wave-
guide. For CexY3xFe5O12, and x ¼ 1, the magnitude of g is 0.0024 (polycrystalline garnet film),
0.0063 (epitaxial garnet film) and " ¼ 4:8 [7]. g varies approximately linearly with substitution
level x [19].
Our design consists of 2 m-wide, 300 nm-thick silicon ridges with 280 nm-thick slabs, as shown
in Fig. 4. These waveguides operate at a 1550 nm wavelength. It is important to note that the
relatively wide and shallow waveguide design yield ridge-width fabrication tolerances of 20 nm for
optical surface revivals. Moreover, they avoid the reduction in nonreciprocal performance predicted
for narrower silicon ridges [17]. In addition, they exhibit smaller sidewall-roughness-scattering
effects compared to high aspect ratio ridge cores [20], thus leading to smaller losses.
Center to center ridge separations are designed to produce coupling constants variations ac-
cording to Eq. (1) with   180 m1. These separations and the corresponding coupling constants
have been tested by semi-vectorial three-dimensional beam-propagation simulations for
transverse-magnetic (TM) modes and are listed in Table 1. The b is modeled by adjusting the
design material index for the silicon core in order to yield the desired change in the corresponding
mode index of adjacent ridges. The values of the corresponding b in these simulations are also
listed in Table 1.
Owing to the linearity of the system and the symmetry of the structure, we focus our numerical
analysis on waveguides 1 and 7. However, all our conclusions here apply equally well to other ports
Fig. 4. Design dimensions of silicon ridge waveguides.
TABLE 1
Center to center separations between ridge waveguides in the array (see Fig. 1), corresponding
coupling parameters 1; 2; 3. Two different inter-waveguide propagation constant steps b were
tested in this study, as shown in the table
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of the 3 different circulators described in Fig. 2. Power transfer efficiency for forward propagation
and isolation ratios in the backward direction are computed by monitoring the output power in the
beam propagation simulations. Forward transfer efficiency is defined as the ratio of the output
power in waveguide 7 to the input power in waveguide 1, excluding coupling losses as well as
material absorption. Fig. 5(a) shows the result for forward propagation. More than 95% of the input
power in waveguide 1 is transferred to the output waveguide channel 7 in the forward direction. On
the other hand, the isolation ratio (computed for backward travelling waves by numerically
evaluating the ratio of the output power in waveguide 1 to that of a backward travelling beam
launched into waveguide 7) is found to be 63 dB for a device length of 8 mm. This ratio excludes
coupling losses. Backward propagation is depicted in Fig. 5(b).
We note that the forward propagation distance needed for complete power transfer can be
engineered by controlling the coupling coefficients. For instance doubling  will result in complete
transfer after nearly 4 mm of propagation. This can lead to smaller footprint provided that we also
engineer the backward index gradient such that the revival period matches this same propagation
distance. As shown in Fig. 6 for a backward propagating beam this can be accomplished by
Fig. 5. (a) Forward power transfer for an input beam lunched in waveguide channel 1 when f ¼ 0.
(b) Backward propagation showing revival in waveguide 7. Numerical analysis is carried out using
semi-vectorial beam-propagation simulation (top view).
Fig. 6. Backward propagation when b ¼ 1350 m1, showing revivals in waveguide 7, semi-vectorial
beam-propagation simulation (top view).
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choosing b ¼ 1350 m1 (see Table 1). Here, also the simulations are carried out using the beam-
propagation method.
An important advantage of using waveguide arrays is their relatively wide bandwidth of
operation. This feature is confirmed by systematically computing the forward transmission and
backward isolations using input optical beams having different wavelengths and launched into the
exact same array (designed to operate at 1550 nm wavelength). As shown in Fig. 7, a 50 nm
bandwidth for less than 1 dB forward loss is obtained for the simulations. In addition, isolation ratios
of better than 40 dB and 35 dB over 50 nm bandwidths, with peak isolation ratios of 63 dB and
52 dB at 1550 nm are found for b ¼ 677 m1 and b ¼ 1350 m1, respectively.
4. Conclusion
We propose a new optical circulator device based on waveguide arrays engineered to mimic the
Fock space representation of a non-interacting two-site Bose–Hubbard Hamiltonian. Coupling
constants are adjusted to produce perfect signal transfer between input and output channels in the
forward direction. Nonreciprocity is introduced through a gyrotropy gradient in transversely
magnetized magnetic garnet cover layers. This results in optical revivals in the backward direction.
Numerical simulations yield isolation ratios better than 40 dB and as high as 63 dB at 1550 nm
wavelength. Large bandwidths of operation of 50 nm are also obtained.
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